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Figure 2.12 Commercial Buildings Energy Intensities by Building Characteristic, 1995

By End Use By Year Constructed
35 - 1919 or Before [N 7o
Sa0- 192010 1945 | 5
L
o
5 25 - 1946 to 1050 [ 0
@ 19600 1069 [ o4
5 20 -
5 1970 t0 2970 [ 90
215 -
m
E 1980 to 1089 [ &
g 10 -
3 199010 1002 [ us
£ 5-
1993 to 1005 [ o2
Space Lighting Water Cooling Office Cooking Refrigeration Ventilation ~ Othert ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘
Heating Heating Equipment 0 20 40 60 80 100 120

Thousand Btu per Square Foot

By Principal Building Activity By Census Region

- 246

250 120 -
§ ‘g’ 105
L 200 - % 100 -
o 3 87
g S
=3 S 80 -
& 150 - 0
[} @

o

;' = 60 -
m 100 - 9 g;
°
g = 40 -
3 50 2
[} - <} _
£ £ 20

0
Education Food Food Health Lodging Mercan- Office Public Public Religious Ware- Other2 Vacant Northeast Midwest South West
Sales  Service tile Assembly __Order house
and Safety
1 See Table 2.12, footnote 1, for description of "Other." Source: Table 2.12

2 Includes buildings that do not fit into any of the other categories.
Notes: ¢ See Appendix D for Census Regions. * Because vertical scales differ, graphs

should not be compared.
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